
	 How many pounds of dirt contamination 	
	 can pass through a hydraulic pump at	
	 an ISO cleanliness code of -/21/18?

HERE’S THE ANSWER…

MAXIMIZING EQUIPMENT LIFE THRU

We are proud to announce a brand new 
line of products to help you maximize 
equipment life and save money simply by	
ensuring that you are pouring quality, 
clean lubricants into your equipment. 

For more information, visit www.chevronisoclean.com 
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 “DIRT & CONTAMINATION ARE THE 
LEADING CAUSE OF HYDRAULIC 
SYSTEM FAILURES.” –LEADING OEM

AND HERE’S WHAT IT MEANS FOR 
YOUR EQUIPMENT COMPARED TO AN 
ISO CLEANLINESS CODE OF -/16/13…

4 times
PUMP LIFE SHORTENED UP TO

DIRT
CONTAMINATION 

6800 LBS.
(3.4 TONS)

PUMP RATE @ 50 GPM

WORKDAY = 8 HOURS

WORKDAYS PER YEAR = 230

CAN YOU ESTIMATE…

THAT RESULTS IN A LOT OF MONEY SPENT ON REPAIRS,  
REPLACEMENTS AND TIME YOUR EQUIPMENT IS NOT OPERATING.

CONTROLLING FLUID CONTAMINATION INITIALLY WILL SAVE YOU 90% OF 
THE COST TO REMOVE IT LATER = COST SAVINGS TO YOUR BOTTOM LINE!

We can deliver Chevron premium lubricants that have been engineered to exceed OEM’s 
performance specifications and fully tested at Chevron’s Research & Technology Center. 
ISOCLEAN® Certified Lubricants have been certified to meet the OEM’s or your specified 
ISO cleanliness codes at point of delivery.

Contact us to learn more about this program and to schedule a consultation,  
and remember… It’s Not Clean Until It’s ISOCLEAN!

TYPICAL 
HYDRAULIC FLUID

ISOCLEAN CERTIFIED 
HYDRAULIC FLUID

44
EQUAL TO

PEOPLE
136
EQUAL TO

50 LB. BAGS

OF WEAR IS 
PARTICLE-BASED

IT’S ESTIMATED THAT

82%


